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LTRKUS Series 
LED Troffer Retrofit Kit 
Installation Instructions 

IMPORTANT: 
 Read all instructions carefully before attempting installation. If you do not understand these instructions, please   

consult your local distributor. 

 Thoroughly inspect the fixture for any freight damage; freight damage should be reported to the delivery carrier. 

 

 SAFETY: 
 This fixture must be wired in accordance with the National Electric Code and applicable local codes or ordinances. 

 All work should be preformed by a qualified electrician. 

 To insure personal safety, proper grounding is required (connect green fixture lead to supply ground). 

 

 WARNINGS: 
 This kit is intended for use with recessed troffer type luminaires. 

 WARNING - Risk of fire or electric shock. Luminaires wiring and electrical parts may be damaged when drilling for 

installation of retrofit kit hardware. Check for enclosed wiring and components. 

 WARNING - Risk of fire or electric shock. LED Retrofit Kit installation requires knowledge of luminaires electrical 

systems. If not qualified, do not attempt installation. Contact a qualified electrician. 

 WARNING - Risk of fire or electric shock. Install this kit only in luminaires that have the construction features and 

dimensions shown in the photographs and/or drawings and where the input rating of the retrofit kit does not exceed 

the input rating of the luminaire. 

 WARNING - To prevent wire damage or abrasion, do not expose wiring to edges of sheet metal or other sharp    

objects. 

 Do not make or alter any open holes in an enclosure of wiring or electrical components during kit installation. 
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Prior to installation, disconnect all incoming power to fixture. Remove 

existing hardware (lens/lens frame, parabolic louver, reflectors/ballast 

covers, brackets, lamps/lamp holders). Leave supply and grounding 

leads available for incoming leads. 

NOTE: Follow all federal and local regulations when disposing of lamps 

and removed components.  

Install side rails (2 provided) by gently lifting recessed fixture and sliding 

them between the existing troffer and T-grid.  

  

Install end rails (2 provided) to each end of the fixture by gently lifting 

recessed fixture and sliding them between the existing troffer and T-

grid. Then, user must secure the end rails to the fixture using the pro-

vided #8x1/2” self-tapping screws (2 per side).  

Locate the fixture body into the keyholes of end rails one at a time, 

then slide the fixture horizontally to the end of slots.  Then, user must 

secure the geartray tethers to the body of the recessed fixture using 

the provided #8x1/2” self-tapping screws. 

  

Make electrical connections using supplied luminaire disconnect plug. 

Insure existing recessed fixture housing is grounded. Secure Retrofit 

Kit ground leadwire to existing housing using supplied screw. 

The luminaire disconnect plug is not designed to accept stranded wire.  

To connect luminaire disconnect plug to stranded wire, insert solid 

conductor wires into the luminaire disconnect plug  then connect 

Swing the fixture into the troffer. Then secure the fixture by closing the 

latches on each end.  Reapply power to the fixture. 
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